et

REV2010.A

indiisties

90-Degree 3dB ‘

Stripline Hybrid Coupler

MODEL Q-059-90
OUTLINE DRAWING

— 1130

UNIT:INCH

MOUNTING HOLE,
#.098 THRU, C’ BORE, 20.158X0.1

(4) PLACES
2510 3500 |
:E:\ QO.BSO Max. Typ.
—0 © f
1.400
CONNECTIR,
Ej 129 ‘:B: (4) PLACES
8520
105 — 0250, Typ.
| 5 —Lo—l[ ‘|
. O
500 | o @‘ 0.250, Typ.
f 2010 l 4500 ! f
290 - MOUNTING HOLE,
4-40 UNC-2B X0.25 DP.Min,
(8 PLACES, (4NS, (4)FS
ELECTRICAL FREQUENCY RANGE 0.5-9.0 GHz
SPECIFICATIONS COUPLING Typ. 3.0 dB
VSWR Max. 1.40:1
AMPLITUDE BALANCE 0.5 dB
PHASE BALANCE 5.0 Deg.
INSERTION LOSS Max. 1.50 dB
ISOLATION Min. 19.0 dB
Avg. 20.0 W
POWER RATING
Peak 3.0 kW
PHYSICAL CONNECTOR TYPE SMA Female
SPECIFICATIONS WEIGHT Max. 9.62 Oz
OPERATIONAL TEMP. -32to+85 °C
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